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PAŽLJIVO PROČITAJTE DATA UPUTSTVA PRE UPOTREBE 
UREĐAJA, KADA STE IH RAZUMELI ODLOŽITE IH NA 
POZNATOMESTO ZA BUDUĆU POTREBU!

UKOLIKO PRODAJETE ILI POKLANJATEOVAJ UREĐAJ, OBAVEZNO 
UZ UREĐAJ PRILOŽITE I OVA UPUTSTVA!

Kako biste smanjili mogućnost kvara,električnog udara, povreda, 
požara,opasnosti po život, kao i oštećenja opreme
ili imovine, obavezno se pridržavajte navedenih sigurnosnih mera.

Ovaj simbol označava potencijalnu
opasnost koja može izazvati ozbiljne povrede ili smrtni ishod.



1. Opis
Uredaj je samostalna kontrola pristupa i citac RFID kartica koje
rade na 125KHz. Ugraden je STC mikroprocesor, sa dobrim
karakteristikama protiv smetnji, visoka sigurnost i pouzdanost,
mocnih funkcija i zgodan rad.
Uglavnom se koristi u poslovnim zgradama, stambenim zgradama
i drugim javnim mestima.

2. Osobine

Mala potrosnja ispod 30mA

Wiegand Interfejs WG26 ili WG34 ulaz - izlaz
Vreme pristupa memoriji Manje od 0.1s nakon ocitavanja
Osvetljenje tastature Vidljiva u mraku

Dodatno zvono Eksterno povezivanje uz pomoc releja

Modovi rada Kartica, PIN, Kartica & PIN

Nezavisni PIN-ovi Koriscenje nezavisno od kartica

Promenljnivi PIN-ovi Laka izmena PIN-a
Jednostavno brisanje Cak i ako izgubite karticu

* Mogucnost konfigurisanja uredaja putem mobilne aplikacije.
* Povezivanje uredaja na internet putem Wi-Fi mreze - ne poseduje LAN ulaz.

Radni napon :DC12V Struja mirovanja : <30mA
Daljina ocitavanja : 1 ~ 3cm Memorija :2000 korisnika
Radna temperatura : -40°C~60°C Vlaznost : 10%~90%
Maksimalna struja releja: 2A Vreme ukljucenosti releja: 0~99S

Dimenzije uredaja: 120x77x23mm
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Verzija softvera: K12_II_8C_V1.1



Izbusite rupu prema velicini uredaja i pricvrstite zadnji poklopac pomocu
dobijenog vijka. Provucite kabl kroz otvor za kabl. Povezite zice
prema vasoj trazenoj funkciji i zamotajte neiskoriscene zice da biste izbegli
kratak spoj. Nakon povezivanja provodnika, instalirajte uredaj.
(kao sto je prikazano ispod)

0- l
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5. Povezivanje
Boja ID Opis
Zelena DO Wiegand ulaz / izlaz
Bela D1 Wiegand ulaz / izlaz
Zuta OPEN Taster za izlaz
Crvena +12V Pozitivan pol napajanja
Cma GND Negativan pol napajanja
Plava NO Relej NO kontakt
Ljub. COM Relej COM kontakt
Naran. NC Relej NC kontakt
Roze BELL_A Konekcija zvona
Roze BELL_B Konekcija zvona
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6.2 Sema dodatnog zvona (vazi samo za

relej 12V DC zvono 230V AC

Roze

Roze

AC 230V

napajanje
12V DC+ ^

koristiti relej 12V DC sa kontaktima za 250V AC min 3A

VISOKI NAPON!

A
Potrebna je posebna paznja pri rukovanju!
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          T12EM-W šifrator ne podržava opciju 
                          dodatnog zvona

T15EM-W

Instalaciju uređaja prepustite kvalifikovanom licu za ugradnju!



6.3 mod citaca
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7. Zvucna i svetlosna signalizacija
Status uredaja LED indikacija Zujalica
Mirovanje Crvena
Tastatura Kraci tonski signal
Operacija uspesna Zelena Duzi tonski signal
Operacija neuspesna Trostruki tonski signal
Ulazak u programski mod Crvena treperi Duzi tonski signal
Programiranje Narandzasta
Izlazak iz programiranja Crvena Duzi tonski signal
Vrata su otvorena Zelena Duzi tonski signal

8. Napredna podesavanja

1

DODAVANJE KORISNIKA Opis
Promena
master
sifre

* ||Master sifra || # 0 | Fabricka master sifra
999999|Nova sifra11 # 11 Nova sifra|| #|

Dodavanje
kartica * ||Mastersifra || # 1 | Za dodavanje vise

korisnika ocitajte kartice
u kontinuitetu|Ocitavanjej|#!•• [#]

Dodavanje
kartica po
broju kartice

|* ||Master sifra || # 1 | Za dodavanje vise
korisnika unesite brojeve
u kontinuitetu18 ili 10 cifara | #|

Dodeljivanje
ID broja
kartici

* ||Mastersifra || # 1 | Unos korisnika upisom
ID broja i ocitavanjem
karticeIID broj 11 # 11Ocitavanje|| # |

Dodeljivanje
ID broja
kartici

I * |Master sifra|| # || 1 | ID broj | Unos korisnika upisom
ID broja i upisom broja sa
kartice[# ] \ 8 ili 10 cifara | | #1

Dodavanje
PIN-a | * | Master sifra| # || 1 || ID broj ID broj je u opsegu 1-1000

(videti primer na strani 9.)#||4-cifreni PIN broj || #|
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BRISANJE KORISNIKA

Brisanje
kartica

|* | Master sifra ||#|| 2
Kartice se mogu brisati u
kontinuitetu|Ocitavanje| ili

I 8 ili 10 cifara II # |

Brisanje po
ID broju

|* | Master sifra ||#|| 2 | Ukoliko je kartica izgubljena
mozete je obrisati po
ID brojuID broj || #|

Brisanje svih
korisnika

Brisanje kompletne memorije
osim javnog PIN-a.I * Master sifra ||#|| 2 ||0000 || #|

6



3

MODOVI RADA

Ocitavanje
kartice |* || Master sifra || #|| 301| #| Otvaranje vrata samo pomocu

kartice, tastatura je neaktivna
Ocitavanje
kartice +
unos PIN-a

|* || Master sifra || # || 31 || #| Otvaranje vrata ocitavanjem
kartice i unosom PIN-a

Ocitavanje
kartice ill
unos PIN-a |* || Master sifra || #|| 321| #| Otvaranje vrata ocitavanjem

kartice ifi unosom PIN-a (fabricki)

4 VREME UKLJUCENOSTI RELEJA

Vreme
ukljucenosti
releja

I * II Master sifra || # || 4 |
|0 ~ 9911#|

Opseg intervala ukljucenosti: 0-99s
Fabricki: 5s
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MODOVI RADA RELEJA / KONTROLE PRISTUPA

Regularni
mod releja I * 11Master sifra || #|| 50 || #|

Vrata se zakljucavaju nakon
isteka intervala ukljucenosti releja

Flip-Flop
mod releja I * || Master sifra || # || 51 || #|

Vrata se ne zakljucavaju nakon
isteka intervala ukljucenosti releja.
Za zakljucavanje, ocitajte karticu,
ili pritisnite taster za izlaz.

Mod wiegand
citaca

I * || Master sifra || # || 52 |
|26/34|| #|

WG26/34 ulaz i izlaz

6 Povezivanje
PIN-a
i kartice

I * II Master sifra ll # l| 6 | Kada se koristi mod rada
za otvaranje vrata, ocitavanjem
kartice i unosom PIN-a| Ocitavanje||4-cifreni broj 11 # |

7

Backup
podataka- izlaz - I * II Master sifra || #|| 701| #| Slanje podataka na ekstemi

uredaj
Backup
podataka- ulaz - I * II Master sifra || # || 71 || #| Prijem podataka sa ekstemog

uredaja

Wi-Fi
uparivanje I *||Master sifra || # || 73 II # I Uparivanje preko Wi-Fi-a

9
Dodavanje
javnog PIN-a

|* || Master sifra || #|| 91
14-cifreni broj 11 #|

Moguce je dodati samo jedan
javni PIN

Brisanje
javnog PIN-a |* || Master sifra || #|| 91|# | Brisanje javnog PIN-a
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9. Vracanje na fabricka podesavanja
Registracija admin kartica

Iskljucite napajanje a zatim pritisnite i drzite taster za izlaz.
Ukljucite uredaj a nakon sto cujete dvostruki tonski signal otpustite taster za izlaz
nakon cega treba ocitati dve nove kartice.
Prva postaje ADD, druga DELETE.
Napomena: podaci o korisnicima nece biti obrisani.

10. Rad sa administratorskim karticama

10.1 Dodavanje korisnika
Ocitajte administratorsku karticu “Add User",
a zatim ocitajte korisnicku karticu br 1, pa zatim br 2, itd.,
i na kraju ponovo ocitajte administratorsku karticu “Add User" za izlaz.

10.2 Brisanje korisnika
Ocitajte administratorsku karticu “Delete User",
a zatim ocitajte korisnicku karticu br 1, pa zatim br 2, itd.,
i na kraju ponovo ocitajte administratorsku karticu “Delete User" za izlaz.

10.3 Backup podataka
Primer: Kopiranje podataka sa uredaja A na uredaj B

Zelenu Ibelu zicu sa uredaja A povezati sa zelenomIbelom zicom na uredaju B.
Podesiti uredaj B u mod za prijem podataka (ULAZ),
a uredaj A u mod za slanje podataka (IZLAZ).
Za vreme prenosa podataka led indikatori trepere zeleno,
a po zavrsetku prenosa podataka led svetli crveno.
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Primer dodavanja PIN-a korisnika
Za dodavanje PIN-a morate izabrati ID broj korisnika (broj koji je veci od broja
prijavljenih kartica).Zbog lakseg pamcenja preporucuje se okrugli broj (100, 200,
500...).
Bitno je zapamtiti ID broj korisnika, zato sto je neophodan za kasnije brisanje PIN-a.
U primeru ispod je prikazano dodavanje korisnika sa ID brojem 100.PIN za ulazak
ce biti 6789.
1.Korak: * glavna sifra #
2.Korak: 1 -> 100- # - 6789 -» #
3.Korak: pritisnite * za izlazak iz programskog rezima

ID broj je jedinstven i vezan za jedan PIN.
Za dodavanje narednih PIN-ova, ici rastucim redom (ID BROJ: 101, 102..)

teh-te
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UPUTSTVO ZA PODESAVANJE
UREOAJA PREKO
TUYA APLIKACIJE

Q

j ZA UREDAJE BEZ CITACA OTISKA PRSTA I-

teh-tel



1. Skenirajte QR kod ili potrazite Tuya app na app store -u kako biste preuzeli aplikaciju

E Ewm
E IT

Scan QRcode

or *003*00

9fQ3

TuyaSmart
Search"TuyaSmart”

download

AW* Store

1 TuyaSmart
Search"TuyaSmart”

download

Search TuyaSmart to download APP

Uneti nauredaju * -> 999999 -> # -> 73 -> # ) kakobiuredajusaourezimuparivanja

2. Otvorite aplikaciju kako biste dodali novi uredaj

09:21 ~ M 00^3»..ll 89%i

< Add Device (§) £"3

Electrical Socket

, , || 1|
Lighting • m

Plug Socket Socket
(BLE+Wi-Fi) (Wi-Fi) (Zigbee)

Sensors

1 t I i

Large
A • •

Socket Socket SocketHome Ap...
(BLE) (NB-loT) (other)

Small
Home Ap...

Kitchen
Appliances

Power Strip

••i •

Power Strip Power Strip Power Strip
Exercise &
Health

Camera &
Lock

(BLE*Wi-Fi) (Wi-Fi) (Zigbee)

Power Strip
(other)

Gateway
Control Switch

Outdoor
Travel

Switch Switch Switch

Energy
(BLE*Wi-Fi) (Wi-Fi) (Zigbee)

Entertalnm
ent

Switch Switch
(BLE) (other)

III O <

3. Povezite se sa dostupnim uredajem i pritisnite "Add"

09:51 ^* ft ^SLili

< Add Device H

Searching for nearby devices. Make sure your device has

entered pairing mode.

Discovering devices...
dd

I.
Add Manually

Electrical Socket

i i 1 i 1 1
Lighting • • •

Plug Socket Socket
(BLE+Wi-Fi) (WiFi) (Zigbee)

Sensors

, , 1 1 1 1• m •Large
Home Ap... Socket Socket Socket

(BLE) (NB-loT) (other)

Small
Home Ap... Power Strip

Kitchen ••
Appliances

Power Stnp Power Strip Power Strip

Exercise & (BLE*Wi-Fi) (Wi-Fi) (Zigbee)

Health

Camera &
77

Lock Power Strip

III o <
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4. Odaberite Wi-Fi,unesite sifru I pritisnite "Next" 5. Kada se proces zavrsi,uredaj je povezan i spreman
za koriscenje

09:23 B* * 0 'tu'St.ill t

X

09:23 B»S 0 ^38.ill
X Add Device

Enter Wi-Fi Information
Choose Wi-Fi and enter password

TEH - TEL

1device(s) being added

Card+PIN
||| Being added

a

Next

III 0 < III O <

NAPOMENA: Uredaj je namenjen za upravljanje preko jednog administratorskog naloga

2

Obavezna je izmena master šifre za programiranje               
(fabrički podešena na 999999)!



6. Pritiskom na taster ostvarujete mogucnost
daljinskog otvaranja

7. Opcija member manage omogucava registraciju
korisnika, dodelu sifre za ulazak, registrovanje RFID
taga/kartice kao i vremensko ogranicenje za
koriscenje istih

09:52a+a 14:35 Q

< TEHTEL / < Delete us...

a
Press to un ock

Access controll /
Closed

o
@
o
o

Member manage

Temporary code

Attendance

Setting

© Code

Card

Effective time

o
User_1

No bind account @

O Add

O Add

Forever >

>

>

Q < <
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8. Uredaj takode poseduje opciju dodavanja 9. Log sekcija omogucava pregled informacija o svim
jednokratnog koda za ulazak ocitavanjima i unesenim siframa ili komandama

14:34 0 I 15:27 0 %3&.,Wi

< Add temporary code Log record < Log

Code type

Cyclicity Once

Please input 6 digitals code

Randomly generated

Time’

Today

15:26

Operate v User v Image

Unlock with Code [5] Access15:27 control! 6

Associate w...

[servis... ] Remote Unlock
Access controll 6

Code name 15:26
[servis... ] Remote Unlock

Access controll 6

Effective date

Expiry date

Repeat

2023/01/3014:33 >

>

15:26
[servis... ] Remote Unlock

Access controll

[Userl ] Use [Cardl ]
15:26 Unlock with Card Access

controll

[Userl ] Use [Card 9 ]
15:25 Unlock with Card Access

controll

6

6

6

15:25 Unlock with Card [10]
Access controll 6

( Save

Associate w...

15 25
[Me] Use [Card3] Unlock

with Card Access controll

III o < o <
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Napomena: Kada se uređaj jednom konfiguriše, ponovnim ulaskom u mod 
uparivanja  prethodni administrator se briše. U tom slučaju, neophodno je 
ponovo upariti telefon sa uređajem.
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UPOZORENJA, BEZBEDNOST I ODRŽAVANJE

Napajanje:
Uređaj se napaja putem eksternog adaptera 12 V DC / 2000 mA.
Koristiti samo ispravljače koji ispunjavaju standard EN 62368-1 ili
ekvivalentne bezbednosne norme.
Napajanje nije uključeno u pakovanje.
Ne koristiti oštećene kablove ili adaptere.

Rukovanje:
Ne otvarati uređaj — nema delova za servisiranje od strane korisnika.
Ne izlagati vlagi, prašini ili ekstremnim temperaturama (-40 °C – +60 °C).
U slučaju dima, mirisa ili pregrevanja, odmah isključiti napajanje i obratite se 
ovlašćenom serviseru.Nemojte nikada pokušavati sami da popravljate uređaj, 
prepustite posao ovlašćenom servisu i 
kvalifikovanom osoblju!

Radio karakteristike:

Informacije o radiofrekvencijskim opsezima i maksimalnoj radiofrekvencijskoj snazi 
koja se prenosi u opsezima u kojima uređaj radi date su u tabeli:

Poštovati lokalne propise o upotrebi WiFi uređaja i održavati rastojanje najmanje 20 
cm od tela .

Održavanje i čuvanje:
Čistiti suvom ili blago vlažnom krpom, bez hemikalija.
Uređaj čuvati na suvom mestu, zaštićen od prašine i direktnog sunca, 
utemperaturnom opsegu -20 °C – +60 °C.
Odlaganje u otpad stare električne i elektronske opreme:

Proizvodi označeni ovim simbolom pripadaju grupi električne i 
elektronske opreme (EE proizvodi) i ne smeju da se odlažu zajedno sa 
kućnim otpadom. Kad postane neupotrebljiv, ovaj proizvod treba 
predati u najbliži centar za prikupljanje i reciklažu električnog i 
elektronskog otpada. Na taj način sprečavamo negativne posledice na 
okolinu i zdravlje i čuvamo prirodne resurse.
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Proizvođač:
TEH - TEL d.o.o.
Mokroluška 56, 11050, Beograd

Model: RFID čitač/šifrator T12EM-W & T15EM-W

Kontakt telefon: +381 69 322 1616; +381 11 3933 000

teh-tel

 Izjavljuje da je uređaj usaglašen sa svim relevantnim zahtevima važećih propisa.
Potpuna izjava o usaglašenosti dostupna je u prilogu ovog uputstva.
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